Bames® Barnes & Jones Cage Units

The Single Source for Steam Trap Repair

& Jones

—
MADE IN USA

Features

e Single Source For Thermostatic Steam Trap Repair

e Rugged Stainless Steel Components

e Madeln USA

(A) Type Cage Unit
e Available for over 1,000 Models of Steam Traps

e  One-Piece Design for Ease of Installation. Super Trap Cage Unit

e Factory Calibrated and Tested

Air Vents

Over 100 Years Repairing Millions of Steam Traps

Descrlptlon MAXIMUM OPERATING PRESSURE

(A) TYPE VAC - 25 PSIG

The Cage Unit comprises all working parts of a thermostatic
(B) TYPE VAC - 65 PSIG

steam trap including the element, plug and seat. All working (C & D) TYPE VAC - 300 PSIG
parts are factory calibrated and tested under actual steam
conditions.
COVER
Stainless Steel
One-piece design allows for ease of installation and removal SPRING
for testing the element outside of the trap body. Stainless Steel

Available to repair over 1,000 different models and makes of
thermostatic steam traps. Refer to the Steam Trap Selection

CAGE
Guide to find a Cage Unit specifically designed to repair any PLUG C Stainless Steel
Stainless Steel (Std.)

Bronze (B) Type /

make of thermostatic steam trap.
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Materials
Part Type A Type B Type C &D GASKETb . > L / ] SEAT
Non-Asbestos Fiber
Cover Stainless Steel Stainless Stainless Brass (Std.)
Stainless Steel
Cage Brass or Bronze Stainless Stainless X
Optional
Element Phosphor—Bronze/ Bronze Bellows Monel Bellows THERMOSTATIC ELEMENT
Monel Diaphragm .
Phosphor Bronze & Monel Diaphragm (A) Type
Non-Asbestos Non-Asbestos Non-Asbestos
B B B
Gasket Fiber Fiber Fiber ronze Bellow (B) Type
Monel Bellows (C&D) Type
Plug Stainless Steel Bronze Stainless Steel
Seat Brass Brass Stainless Steel

Note: Optional stainless steel seat available for any model Cage Unit. Use an “S” after the model number when ordering. Example: 1721-S
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